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17025 COL
Vasca monocomando con colonna doccia
Single lever bath mixer with shower column

•	 Monodomando con comando a leva
•	 Miscelatore con 2 deviatori e 3 uscite
•	 Cartuccia diametro 35 con dischi in ceramica con regolazione 

della temperatura e portata KNJ35A HWS - KEROX
•	 Attacchi all’ impianto idrico G1/2
•	 Attacco flessibile doccia G1/2
•	 Flessibile PVC spirale con gomma atossica - NF
•	 Doccetta ABS con gomma anticalcare - monogetto
•	 Soffione con gomma anticalcare
•	 Colonna doccia regolabile in altezza
•	 Fissaggio colonna al muro con tassello Ø8
•	 Garanzia 5 anni

•	 Single lever mixer with lever
•	 Mixer with 2 diverter and 3 outlet
•	 35 diameter cartridge with ceramic discs with temperature 

and flow limiting device KNJ35A HWS - KEROX
•	 Inlet connection G1/2
•	 Flex hose shower connection G1/2
•	 PVC spiral flex hose with atossic rubber - NF
•	 ABS headshower with antilime rubber - single spray
•	 Showerhead with antilime rubber
•	 Adjustable shower column height
•	 Fastening column to the wall with gusset Ø8
•	 5 years guarantee
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M A D E I N I T A L Y

•	 Portata 12 litri/min (3 bar) uscita soffione
•	 Portata 12 litri/min (3 bar) uscita doccetta

•	 Flow rate 12 liters/min (3bar) showerhead outlet
•	 Flow rate 12 liters/min (3bar) hand shower outlet

•	 Foratura piano (mm): max40 •	 Drilling plan (mm): max40

•	 Riferimenti normative:
•	 EN 817 - EN32
•	 Rivestimento superficiale Ni-Cr a norma EN 248

•	 Reference standards:
•	 EN 817 - EN32
•	 Resistance surface coating Ni-Cr in according EN 248
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