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23029
Vasca esterno su colonne con doccia
Floor mounted bath mixer with shower set

•	 Rubinetto con comando a maniglia
•	 Vitone G3/4 con dischi ceramaci  
•	 Flusso ad alta portata
•	 A richiesta vitone tipo meccanico
•	 Interasse attacchi 180 mm
•	 Attacchi impianto idrico G3/4
•	 Deviatore a leva doccia/vasca
•	 Attacco flessibile doccia G1/2
•	 Flessibile PVC con gomma atossica
•	 Doccetta ottone - monogetto
•	 Garanzia 5 anni

•	 Stop cock with handle 
•	 G3/4 screw with ceramic discs
•	 High flow operation
•	 Traditional mechanism available to request
•	 Water supply connections distance 180 mm
•	 Water supply connections G3/4
•	 Lever diverter shower/bath
•	 Flex hose connection G1/2
•	 Flex hose brass cm150 with atossic rubber
•	 Handshower brass - single spray
•	 5 years guarantee

Cromo, Cromo Oro, Bronzo, Oro
Chrome, Chrome Gold, Brushed Bronze, Gold
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M A D E I N I T A L Y

•	 Riferimenti normative:
•	 EN 200
•	 Rivestimento superficiale Ni-Cr a norma EN 248

•	 Reference standards:
•	 EN 200
•	 Resistance surface coating Ni-Cr in according EN 248

•	 Foratura piano (mm): max35 •	 Drilling plan (mm): max35


